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eSUN PLA-Silk Magic filament Green Blue 1.75 mm, 1 kg
spool
Code: MIC18175IT   ·   MPN: PLA-SKMG175B-UG1P1   ·   EAN: 6922572202412   ·   Brand: eSun

Price on 21/10/2026 15:17

€ 34.30
VAT included (€ 28.11 + VAT)
Made to order: shipped in 5–10 working
days

Scan the code with your smartphone to
open the product and order it.
Open the product page
informaticait.it · code MIC18175IT

Conditions for made-to-order products
Made-to-order product: ships in 5–10 working days.
Shipping to Italy €6.50, free from €80.00; other EU countries: flat rate €15.00.

eSUN PLA-Silk Magic dual-colour filament in green and blue, with a silk-effect finish and smooth
gradients, 1.75 mm diameter.
eSUN PLA-Silk Magic Green Blue filament combines green and blue in a single strand with a silky
surface. It is designed for striking decorative prints: depending on the viewing angle, the part reveals ever-
changing reflections and shades.

Why choose it
Dual-colour effect: green and blue share the same filament, with even colour transitions.
Silk finish: a smooth, glossy surface that makes layer lines hard to see.
Easy printing: straightforward to process, and parts come off the build plate easily.
Good durability: the material does not break easily.

Technical specifications
Material: silk-effect PLA (PLA-Silk)
Brand: eSUN
Colour: Green Blue, multicolour
Diameter: 1.75 mm
Net weight: 1 kg
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Format: spool
Printing temperature: 210–230 °C
Bed temperature: 45–60 °C
Manufacturer code: PLA-SKMG175B-UG1P1

Printing tips
Run a temperature test within 210–230 °C to find the best balance between gloss and layer
adhesion.
Keep the heated bed between 45 and 60 °C, on a clean, grease-free surface.
To show off the colour shift, choose models with large, curved surfaces such as vases and
decorative objects.
Store the spool in a dry place, in a sealed bag with desiccant, when not in use.

Compatibility
FDM printers using 1.75 mm filament.

Package contents
1 spool of filament, 1 kg

Print results
Print quality depends on the printer and its calibration, the profiles and settings used, how the filament is
stored and the user's experience. The temperatures and parameters given are the manufacturer's starting
values: tests and adjustments are the buyer's responsibility and at the buyer's expense. Failed prints or
material used up because of unsuitable settings or hardware are not product defects.
Returns and withdrawal
The filament is vacuum-sealed because it absorbs moisture from the air. The right of withdrawal (14 days,
consumers only) applies when the spool is returned with its vacuum packaging intact and sealed. An
opened package can no longer be sold as new: in that case the refund is reduced by the loss in value of
the product (Art. 57(2) of the Italian Consumer Code). Purchases made with a VAT number are not eligible
for withdrawal. The legal warranty for defective products always applies.

Notes
Made-to-order product: ships in 5–10 working days.
Shipping to Italy €6.50, free from €80.00; other EU countries: flat rate €15.00.
Price and availability are those published on informaticait.it when this document was generated and may change
without notice: the price and conditions shown in the cart at the time of the order apply.
This document is for information only: it is not a binding offer, a quotation, an order confirmation or a tax document.
Companies, institutions and public administrations can request a formal quotation at info@microchipsrl.it.
Photos are taken by us or supplied by the manufacturer and checked against the actual product. The product received
may differ in appearance (colour, markings, packaging or batch) while keeping the functions and specifications
declared by the manufacturer.
Technical data are based on information from the manufacturer, errors and omissions excepted. Before using the
product in a project, always check the official datasheet of the component.
Products intended for prototyping, education and hobby or laboratory use: they are not certified for medical,
automotive or safety applications unless otherwise stated by the manufacturer.
Trademarks and names mentioned belong to their respective owners and are used only to identify model and
compatibility.
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